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i-FUSE PVC Regular

PART # SIZE UNITS/ 
CASE

LBS/ 
CASE

CU. FT./ 
CASE

UPC CODE ON 
CAN

IFQT100 Quart 12 27 0.67 049081071004

IFPT100 Pint 12 14 0.36 049081071011

IFHP100 1/2 Pint 24 15 0.37 049081071028

IFQP100 1/4 Pint 24 8 0.22 049081071035

8101168422851.07566GallonIFGA100

PVC cement for all classes 
and schedules through 4" 
diameter interference fit.  
Not for Schedule 80.

Meets following
performance specifications:   

ASTM D 2564, NSF/ANSI 14, 
NSF/ANSI 61

• Clear
• Fast Setting
• Regular Bodied

CLEAR
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i-FUSE PVC Medium

PART # SIZE UNITS/ 
CASE

LBS/ 
CASE

CU. FT./ 
CASE

UPC CODE ON 
CAN

IFGA105 Gallon 6 52 1.07 049081071042

IFQT105 Quart 12 27 0.67 049081071059

IFPT105 Pint 12 14 0.36 049081071066

IFHP105 1/2 Pint 24 15 0.37 049081071073

IFQP105 1/4 Pint 24 8 0.22 049081071080

i-FUSE PVC Medium

PART # SIZE UNITS/ 
CASE

LBS/ 
CASE

CU. FT./ 
CASE

UPC CODE ON 
CAN

8101168422921.07566GallonIFGA170

8101168423080.683012QuartIFQT170

8101168423150.361612PintIFPT170

8101168423220.3818241/2 PintIFHP170

8101168423390.229241/4 PintIFQP170

CLEAR

PVC cement for all classes 
and schedules through 6" 
diameter interference fit. 
Schedule 80 through 4" 
diameter.

Meets following
performance specifications:   

ASTM D 2564, NSF/ANSI 14, 
NSF/ANSI 61

• Clear
• Fast Setting
• Medium Bodied

PVC cement for all classes 
and schedules through 4" 
diameter interference fit.  
Not for Schedule 80.

Meets following
performance specifications:   

ASTM D 2564, NSF/ANSI 14, 
NSF/ANSI 61

• Clear
• Fast Setting
• Regular Bodied

GRAY

54

i-FUSE
SOLVENT CEMENTS AND PRIMERS 
FOR DURA PVC/CPVC PIPING SYSTEMS

™ ™i-FUSE
SOLVENT CEMENTS AND PRIMERS 
FOR DURA PVC/CPVC PIPING SYSTEMS



i-FUSE PVC Heavy

PART # SIZE UNITS/ 
CASE

LBS/ 
CASE

CU. FT./ 
CASE

UPC CODE ON 
CAN

IFGA120 Gallon 6 53 1.07 049081071196

IFQT120 Quart 12 28 0.67 049081071202

IFPT120 Pint 12 14 0.36 049081071219

IFHP120 1/2 Pint 24 15 0.37 049081071226

810116843460.229241/4 PintIFQP120

GRAY

PVC cement for all classes 
and schedules through 6" 
diameter interference fit. 
Schedule 80 through 4" 
diameter.

Meets following
performance specifications:   

ASTM D 2564, NSF/ANSI 14, 
NSF/ANSI 61

• Gray
• Fast Setting
• Medium Bodied

i-FUSE PVC Medium

PART # SIZE UNITS/ 
CASE

LBS/ 
CASE

CU. FT./ 
CASE

UPC CODE ON 
CAN

IFGA110 Gallon 6 52 1.07 049081071097

IFQT110 Quart 12 27 0.67 049081071103

IFPT110 Pint 12 14 0.36 049081071110

IFHP110 1/2 Pint 24 15 0.37 049081071127

IFQP110 1/4 Pint 24 8 0.22 049081071134

GRAY

PVC cement for all classes 
and schedules through 12" 
diameter interference fit.

Meets following
performance specifications:   

ASTM D 2564, NSF/ANSI 14, 
NSF/ANSI 61

• Gray
• Medium Setting
• Heavy Bodied
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ABS cement for all classes and
schedules through 8” diameter
interference fit.
For plumbing application
(DWV, sewer and drain pipe),
conduit and foam core.

Meets following
performance specifications:   

ASTM D2235 and NSF/ANSI 14

• Yellow
• Fast setting
• Medium bodied

i-FUSE ABS Yellow

YELLOW

PART # SIZE UNITS/ 
CASE

LBS/ 
CASE

CU. FT./ 
CASE

UPC CODE ON 
CAN

8101168423910.229241/4 PintIFQP175

8101168423840.3818241/2 PintIFHP175

8101168423770.361612PintIFPT175

8101168423600.683012QuartIFQT175

8101168423531.07566GallonIFGA175

i-FUSE ABS Black

PART # SIZE UNITS/ 
CASE

LBS/ 
CASE

CU. FT./ 
CASE

UPC CODE ON 
CAN

8101168424450.229241/4 PintIFQP180

8101168424380.3818241/2 PintIFHP180

8101168424210.361612PintIFPT180

8101168424140.683012QuartIFQT180

8101168424071.07566GallonIFGA180

ABS cement for all classes and
schedules through 8” diameter
interference fit.
For plumbing application
(DWV, sewer and drain pipe),
conduit and foam core.

Meets following
performance specifications:   

ASTM D2235 and NSF/ANSI 14

• Black
• Fast setting
• Medium bodied

BLACK
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BLUE

PART # SIZE UNITS/ 
CASE

LBS/ 
CASE

CU. FT./ 
CASE

UPC CODE ON 
CAN

IFGA125 Gallon 6 53 1.07 049081071233

IFQT125 Quart 12 27 0.67 049081071240

IFPT125 Pint 12 14 0.36 049081071257

IFHP125 1/2 Pint 24 15 0.37 049081071264

IFQP125 1/4 Pint 24 8 0.22 049081071271

PVC cement for all classes 
and schedules through 6" 
diameter interference fit. 
Schedule 80 through 4" 
diameter.

Excellent for wet, damp or 
cold conditions.

Meets following
performance specifications:   

ASTM D 2564, NSF/ANSI 14, 
NSF/ANSI 61

• Blue
•  Extremely  

Fast Setting
• Medium Bodied

i-FUSE PVC Hot Pro 

PART # SIZE UNITS/ 
CASE

LBS/ 
CASE

CU. FT./ 
CASE

UPC CODE ON 
CAN

IFQT135 Quart 12 29 0.67 049081071349

IFPT135 Pint 12 15 0.36 049081071356

IFHP135 1/2 Pint 24 16 0.37 049081071363

IFQP135 1/4 Pint 24 8 0.22 049081071370

i-FUSE CPVC Hot ‘N Cold 

YELLOW

CPVC cement for copper 
tube size through 2" diameter 
interference fit.

1-step cement for potable 
water to 180°F/82°C. Suitable 
for residential plumbing.

Meets following
performance specifications:   

ASTM D 2846, ASTM F 493, 
NSF/ANSI 14, NSF/ANSI 61

• Yellow
• Fast Setting
• Medium Bodied
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i-FUSE™

SOLVENT CEMENTS AND PRIMERS 
FOR DURA PVC/CPVC PIPING SYSTEMS

i-FUSE™

SOLVENT CEMENTS AND PRIMERS 
FOR DURA PVC/CPVC PIPING SYSTEMS



PURPLE

PART # SIZE UNITS/ 
CASE

LBS/ 
CASE

CU. FT./ 
CASE

UPC CODE ON 
CAN

IFGA150 Gallon 6 49 1.07 049081071462

IFQT150 Quart 12 25 0.67 049081071479

IFPT150 Pint 12 13 0.36 049081071486

IFHP150 1/2 Pint 24 14 0.37 049081071493

IFQP150 1/4 Pint 24 7 0.22 049081071509

• Purple

i-FUSE Primer

Applicable for all pvc
& cpvc classes,
schedules and sizes.

ORANGE

CPVC cement for all classes 
and schedules through 12" 
diameter interference fit.  
Suitable for applications up to 
180°F/82°C. 

Meets following
performance specifications:   

ASTM D 2846, ASTM F 493, 
NSF/ANSI 14, NSF/ANSI 61

• Orange
• Medium Setting
• Heavy Bodied

i-FUSE CPVC Heavy

PART # SIZE UNITS/ 
CASE

LBS/ 
CASE

CU. FT./ 
CASE

UPC CODE ON 
CAN

8101168424520.229241/4 PintIFQP140

IFQT140 Quart 12 29 0.67 049081071387

IFPT140 Pint 12 14 0.36 049081071394

IFHP140 1/2 Pint 24 15 0.37 049081071400
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CLEAR

PART # SIZE UNITS/ 
CASE

LBS/ 
CASE

CU. FT./ 
CASE

UPC CODE ON 
CAN

IFGA155 Gallon 6 46 1.07 049081071516

IFQT155 Quart 12 24 0.67 049081071523

IFPT155 Pint 12 12 0.36 049081071530

IFHP155 1/2 Pint 24 13 0.37 049081071547

IFQP155 1/4 Pint 24 7 0.22 049081071554

Applicable for all pvc
& cpvc classes,
schedules and sizes.

• Clear

i-FUSE Cleaner

SCAQMD Rule 1168/316A.

Meets following
performance specifications:   

i-FUSE Empty Can

PART # SIZE UNITS/ 
CASE

UPC CODE ON 
CAN

04908107216212QuartIFQT-E

Empty quart metal can
(cap not included).

• Clear
• Fast Setting
• Regular Bodied

1514
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PART # 
DAUBER 

SIZE 
FOR CAN

TYPE
FOR USE WITH 

PIPE DIAMETER 
UNITS/ 
CASE 

LBS/  
CASE 

CU. FT./ 
CASE

UPC CODE

GD-100 3/8" 1/4 PINT, 1/2 PINT 1/4" to 3/4" 50 1.5 0.2 049081070106

GD-200 3/4" 1/4 PINT, 1/2 PINT, PINT 3/4" to 1 1/2" 50 1.5 0.2 049081070113

GD-300 1 1/2" 1/4 PINT, 1/2 PINT, PINT 1 1/2" to 3" 50 1.5 0.2 049081070120

GD-400 3/4" QUART 3/4" to 1 1/2"  50 1.5 0.2 049081070137

GD-500 1 1/2" QUART 1 1/2" to 3" 50 1.7 0.2 049081070144

i-FUSE Daubers
Screw-cap dauber 
•  Fits 1/4 pint, 1/2 pint,  

pint and quart cans.
•  Available in dauber sizes  

3/8" to 1 1/2". 

  

PART # SIZE UNITS/CASE LBS/CASE CU. FT./ CASE UPC CODE

GD-550 3" 24 6 0.93 049081070175

PART # SIZE UNITS/CASE LBS/CASE CU. FT./ CASE UPC CODE

GD-560 7" 20 7 0.93 049081070182

i-FUSE 3" Roller

i-FUSE 7" Roller

•  3" roller for pipe diameter from 3" through 6".
•  Fits i-Fuse empty quart paint-style can

•  7" roller for pipe diameter from 6" or larger.
•  Fits i-Fuse empty wide mouth gallon can.

i-FUSE Thread Sealant

WHITE

PART # SIZE UNITS/ 
CASE

LBS/ 
CASE

CU. FT./ 
CASE

UPC CODE ON 
CAN

0490810721860.3862024½ PintIFHP-TS

i-FUSE Thread Sealant with
PTFE particles.

• White

For sealing and lubricating pipe
threads. Contains finely 
homogenized PTFE particles for 
filling cracks and thread 
imperfections – ensuring a 
leakproof seal.

1716
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WHITE

i-FUSE Empty Cans

i-FUSE Thread Sealant

•  Empty cans for use with i-Fuse 
cements and primers.

•  Available in 3 sizes.

•  i-FUSE Thread Sealant with PTFE particles.
• For sealing and lubricating pipe threads. 
•  Contains finely homogenized PTFE particles 

for filling cracks and thread imperfections – 
ensuring a leakproof seal.

PART # SIZE UNITS/ 
CASE

LBS/ 
CASE

CU. FT./ 
CASE

UPC CODE ON 
CAN

0490810721620.67312QuartIFGA-E

PART # SIZE UNITS/ 
CASE

LBS/ 
CASE

CU. FT./ 
CASE

UPC CODE ON 
CAN

0490810721860.3920241/2 PINTIFHP-TS

PART # 
DAUBER 

SIZE 
FOR CAN

TYPE
FOR USE WITH 

PIPE DIAMETER 
UNITS/ 
CASE 

LBS/  
CASE 

CU. FT./ 
CASE

UPC CODE

GD-800 3/4" 1/2 PINT
PINT

QUART

3/4" - 1 1/2" CTS pipe
1/2" - 1 1/2" Sch. 40 and 

Sch. 80 IPS pipe

50 2.0 0.2 049081070199

GD-810 1 1/4" 1/2 PINT
PINT

QUART

1 1/2"-  2" CTS pipe
1 1/4" - 3" Sch. 40 and 

Sch. 80 IPS pipe 

50 2.0 0.2 049081070090

PART # SIZE UNITS/CASE LBS/CASE CU. FT./ CASE UPC CODE

GD-600 4" 24 4 0.93 049081070151

PART # SIZE UNITS/CASE LBS/CASE CU. FT./ CASE UPC CODE

GD-700 4" 24 5 0.93 049081070168

i-FUSE Expandable Daubers 

i-FUSE Quart Swab

i-FUSE Gallon Swab

• Expandable, fully adjustable dauber stem. 
• Easy grip handle for better dauber control.
• Fits 1/2 pint, pint and quart cans.
• Available in dauber sizes 3/4" and 1 1/4". 

•  4" swab for pipe diameter 3" through 8".
•  Fits quart can.

•  4" swab for pipe diameters 6" or larger.
•  Fits gallon can.
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DURA PLASTICS
533 East Third Street, Beaumont, California 92223

951-845-3161
customerservice@duraplastics.com

www.duraplastics.com

TIGRE USA
2315 Beloit Ave, Janesville, Wisconsin 53546

608-754-4554
customerservice@tigre.com

www.tigreusa.com


