
SCHEDULE
40

PVC FITTINGS
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PVC material is Type 1 according to the America Society for Testing Materials (ASTM) D-1784. Fittings conform to 
ASTM D-24-66. Temperature rating 140°F (60 °C). PSI is based on water at 73°F (23 °C). Derate 50% at 110°F ( 40 °C) 
and 78% at 140°F (60 °C). Not recommended for use in compressed air or gas systems. Schedule 40 pipe should 
never be threaded.



   401-005B 14525 1/2 10 150 .54
   401-007B 40050 3/4 10 100 .62
   401-010B 14537 1 10 50 1.17
   401-015B 40054 1 1/2 - 25 2.22
   401-020B 40055 2 - 15 3.23

405-007B 14943 3/4 10 100 1.12

406-005B 14063 1/2 10 250 .44
406-007B 14065 3/4 10 150 .49
406-010B 14069 1 10 50 .88
406-012B 40074 1 1/4 5 50
406-015B 40056 1 1/2 10 50 1.67
406-020B 40057 2 5 20 2.62

 408-007B 14209 3/4 x 3/4 10 100 1.57

407-005B 14121 1/2 10 250 .44
407-007B 14123 3/4 10 150 .49
407-010B 14125 1 10 50 .88

410-007B 14175 3/4 10 150 1.12

417-015B 40058 1 1/2 10 50 .54
417-020B 40059 2 5 20

427-015B 40070 1 1/2 10 50 .44

435-005B 13055 1/2 10 250
435-007B 40072 3/4 10 250
435-010B 13053 1 10 100
435-130B 13061 1 x 1/2 10 100
435-102B 40020 3/4 x 1 10 100

429-005B 13821 1/2 10 250
429-007B 40022 3/4 10 250
429-006B 13761 1/2 10 250
429-015B 40058 1 1/2 10 50
429-020B 40059 2 5 25








